GRADING PERMIT SUBMITTAL CHECKLIST PUBLIG

COUNTY LAND DEVELOPMENT SERVICES 4 1 1L
VENTUR Aﬂﬁ 800 South Victoria Avenue, Ventura, CA 93009-1600 B

(805) 654-2030 | PWA_LDServices@ventura.org w n R Ks

The following items should be included in the Grading Plan Submittal application packet:
Note: in an effort to go paperless, the following documents may be submitted electronically.

[] LDS-G Grading Permit Submittal Checklist (this form)

[] LDS-01 Grading Permit Application (must be signed and completed)

[] LDS-02 Grading Plan Check and Processing Agreement

[] LDS-03 Authorization of Agent (if required)

[] LDS-04 Acknowledgement of Employment of Technical Consultants (signed by all consultants and owner)
[] LDS-05 Grading Plan checklist for plan check

[] LDS-06 Stormwater Permit Requirements for New Development and Redevelopment Questionnaire

[] LDS-07 Stormwater Permit Requirements for Construction Activities

[] SW-1, SW-2 or SW-HR. Stormwater Quality form(s)
Note: To determine which SW-Form is required, complete the DS-07 form

[] Plan Check Deposit/Fee
For current deposit/fee amounts, see “Schedule of Processing Fees & Deposits.”

[] Two Copies of Geotechnical Report
] Two Copies of Hydrology and Hydraulics Report

] Two Copies of Grading Plans - 24” x 36” - Ventura County Standard Grading Plan Title Sheet (CAD file
available)

[] LDS-11 Off-site construction permission letter (if required)
[] The Construction Inspection Deposit must be submitted either at initial submittal, or prior to approval of the

grading plan. For current deposit amounts, see “Schedule of Processing Fees & Deposits.” Applicant is
responsible for the actual cost of inspection.

Project Representative (if other than owner or engineer):

Name Address
City Zip Code Phone
Email

Refund Recipient (if other than original depositor):

Name Address
City Zip Code Phone
Email

Rev. June 2021























https://vcrma.org/tree-permits-and-the-tree-protection-ordinance



https://www.vcpublicworks.org/es/developmentinspection/information/






https://www.waterboards.ca.gov/water_issues/programs/stormwater/smarts/













COUNTY OF VENTURA
STORMWATER PERMIT REQUIREMENTS FOR NEW DEVELOPMENT AND REDEVELOPMENT
QUESTIONNAIRE

_ . DS-06
Questionnaire was prepared by:

Name: Title:

Organization Name:

Signature: Date:

ADDITIONAL INFORMATION:
Documents referenced in this questionnaire are available at http://onestoppermit.ventura.org/.

DEFINITION:

Impervious Surface Area - A hard surface area which either prevents or retards the entry of water into the
predevelopment soil mantle. Common impervious surfaces include, but are not limited to, roof tops, walkways, patios,
driveways, parking lots or storage areas, impermeable concrete or asphalt paving, gravel roads, packed earthen materials,
and oiled macadam or other surfaces which similarly impede the natural infiltration of stormwater. For complete definition
refer to the 2011 Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures available at
http://www.vcstormwater.org/index.php/publications/manuals/32-technical-guidance-manual.

For more information refer to www.onestoppermit.ventura.org under Surface Water Quality Section or call Water Quality
Engineer at (805) 662-6737.

The copy of the Ventura Countywide Technical Guidance Manual (TGM) for Stormwater Quality Control Measures is
available at http://www.vcstormwater.org/index.php/publications/manuals/32-technical-guidance-manual.

Stormwater Permit Requirements for New Development and Redevelopment Projects
Stormwater Program Questionnaire 06-17-2016
Page 3of 3
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DS-07

COUNTY OF VENTURA

STORMWATER PERMIT REQUIREMENTS
FOR CONSTRUCTION ACTIVITIES
QUESTIONNAIRE

The Ventura County Municipal Stormwater Permit requires implementation of an effective combination of Best
Management Practices (BMPSs) at construction sites in order to prevent erosion and sediment loss, or the discharge
of construction wastes to the storm drain system (available at http://onestoppermit.ventura.org/, subpart 4.F of the
Los Angeles Regional Water Quality Control Board Permit Order No. 10-0108). Additionally, construction activities
causing one acre or more of soil disturbance (or less than one acre but as a part of a larger common area of
development or sale) require coverage under the California Statewide General Construction

Permit CAS000002, available online at

http://www.waterboards.ca.gov/water issues/programs/stormwater/construction.shtml.

v

Please place a check mark in all the boxes that apply to project.

Construction activities causing less than 1 acre of soil disturbance:

e Complete and submit SW-1 (Best Management Practices for Construction Less than 1 Acre) with the
Building Permit application.

Construction activities with soil disturbance of 1 acre or greater:
e As required by the State Water Resources Control Board (SWRCB) State General Construction Permit

No.CAS000002, the following items must be completed and submitted to the SWRCB:
= Stormwater Pollution Prevention Plan (SWPPP)
= Notice of Intent (NOI)
= SWRCB fee

(Additional information available online at:

http://www.waterboards.ca.gov/water issues/programs/stormwater/construction.shtml)

e Complete SW-2 (Best Management Practices for Construction 1 Acre or Greater).

e Include completed form SW-2 in the prepared site-specific SWPPP and submit with the Building Permit
application and to the Watershed Protection District County Unincorporated Stormwater Program for
certification as a Local SWPPP/SW-2. If your project requires a Grading Permit, then submit
documentation with Grading Permit application instead.

Construction Activities at High Risk Sites (see map and definition on back):

e Complete and submit SW-HR (Best Management Practices for Construction at High Risk Sites
worksheet) and SW-1 or Local SWPPP/SW-2 (whichever is applicable as listed above) with the Building
Permit application.

e Qualified SWPPP Developer (QSD), Qualified SWPPP Practitioner (QSP), or personnel or consultants
who are Certified Professionals in Erosion and Sediment Control (CPESC) shall inspect the site:

- at the time of BMP installation,

- at least weekly between October 1 and April 15, and

- at least once each 24 hour period during a storm event that generates runoff from the site.
e Retain records of inspection reports for review by the Building Permit inspectors upon request.

REQUIREMENTS FOR ALL CONSTRUCTION SITES

e A copy of the required forms (SW-1, Local SWPPP/SW-2, or SW-HR as applicable) must be kept at the
site during construction activities.
o Implement all required BMPs during construction.

Questionnaire was prepared by:

Name: Title:

Organization Name:
Signature: Date:

Stormwater Permit Requirements for Construction Activities Page 1 of 2
Questionnaire rev. 06/27/2016
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Best Management Practices - BMPs

Complete the following charts. The BMPs listed shall be used unless determined not applicable or
inadequate. Additional BMPs may apply. BMP descriptions and details can be downloaded from the

California

Stormwater Handbooks

at

www.casga.org

www.dot.ca.gov/hg/construc/stormwater/manuals.htm.

Table 1. BMPs at Construction Sites Less than 1 Acre

or CalTrans

Handbook

BMPs Selected — Noted by Ref. ID from the
California Stormwater BMP Handbooks

Use BMP

Yes ‘ No

(If no, state reason)

Erosion Control BMPs

EC-1 or .
Ss.1 Scheduling

EC-2 or Preservation of Existing
SS-2 Vegetation

Temporary Sediment Control BMPs

SE-1or .
SC.1 Silt Fence

SE-8 or .
SC.8 Sandbag Barrier

OO0 0|0
OO0 0|0

Temporary Tracking Control BMPs

TC-1

Stabilized Construction
Entrance/Exit

Non-Stormwater Management BMPs

NS-1

Water Conservation Practices

NS-2

Dewatering Operations

Waste Management & Materials Pollution Control BMPs

WM-1 Material Delivery & Storage

WM-3 Stockpile Management O
WM-4 Spill Prevention & Control

WM-5 Solid Waste Management

WM-8 Concrete Waste Management

WM-9 Sanitary/Septic Waste Mgmt.

Additional BMPs Selected

SW-1: BMPs for Construction Less than 1 Acre
Revised 06/27/2016
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BMPs Selected — Noted by Ref. ID from the USE BMP

* (If no, state reason)

California Stormwater BMP Handbooks YES No*
TC-2 Stabilized Construction Roadway
TC-3 Entrance/Exit Tire Wash

Non-Stormwater Management BMPs

NS-1 Water Conservation Practices
NS-2 Dewatering Operations

NS-8 Vehicle and Equipment Washing
NS-9 Vehicle and Equipment Fueling
WE-1 Wind Erosion Controls

Waste Management & Materials Pollution Control BMPs

WM-1 Material Delivery & Storage
WM-3 Stockpile Management

WM-4 Spill Prevention & Control
WM-5 Solid Waste Management
WM-8 Concrete Waste Management
WM-9 Sanitary/Septic Waste Mgmt.

Additional BMPs Selected

Table B. Additional BMPs Required* for Construction Sites 5 acres and Greater

Not Applicable (check here for projects between 1 and 5 acres)

BMPs Selected — Noted by Ref. ID from the Use BMP
California Stormwater BMP Handbooks Yes | No*

* (If no, state reason)

Sediment Control BMPs

SE-2 or . .
SC-2 Sediment Basin
SE-4 or
SC-4 Check Dam

Tracking Control BMPs

TR-1 or Stabilized Construction
TC-1 Entrance/Exit

SW-2: BMP Selection Chart for Construction Sites 1 Acre and Larger
Rev.06/28/2016 Page 3 of 5






Certification

Project Architect/ Engineer of Record. or Authorized Qualified Designee:

As the architect, or engineer of record, or authorized qualified designee, | have selected
appropriate BMPs to effectively minimize the negative impacts of this project’s construction
activities on storm water quality. The project owner and contractor are aware that the selected
BMPs must be installed, monitored, and maintained to ensure their effectiveness. The BMPs not
selected for implementation are redundant or deemed not applicable to the proposed
construction activity.

Name: Title:

Organization Name:

Signature: Date:

Property Owner/ Owner’s Representative or Designee:

| certify that this document and all attachments were prepared under my direction or supervision
in accordance with a system designed to ensure that qualified personnel properly gather and
evaluate the information submitted. Based on my inquiry of the person or persons who manage
the system or those persons directly responsible for gathering the information, to the best of my
knowledge and belief, the information submitted is true, accurate, and complete. | am aware that
submitting false and/ or inaccurate information, failing to update the Local SWPPP to reflect
current conditions, or failing to properly and/ or adequately implement the Local SWPPP may
result in revocation of grading and/ or other permits or other sanctions provided by law.

Name: Title:

Organization Name:

Signature: Date:

SW-2: BMP Selection Chart for Construction Sites 1 Acre and Larger
Rev.06/28/2016 Page 5 of 5
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1. Project Name

2. Project Information (if applicable)

Assessor Parcel Number: Grading Permit No.:
Building Permit No.: Land Use No.:
Conditional Use Permit No.: Subdivision No.:
Location:

General Description:

Construction Start Date:

Construction Completion Date:

FOR STAFF USE ONLY:

Reviewed & Approved By:

Signature:

SW-HR BMPs for Construction at High Risk Sites

Rev. 06/28/2016 Page 2 of 6



3. Enhanced Best Management Practices (BMPs)

Complete the following charts. The BMPs listed shall be used unless determined not applicable or
inadequate. Additional BMPs may apply. BMP descriptions and details can be downloaded from the

California Stormwater Handbooks

at

www.casga.org

www.dot.ca.gov/hg/construc/stormwater/manuals.htm.

Table 1. Enhanced BMPs for Construction at High Risk Sites

or CalTrans Handbook

BMPs Selected — Noted by Ref. ID from the
California Stormwater BMP Handbooks

Use BMP

Yes ‘ No

(If no, state reason)

Erosion Control BMPs

"o | scheduling

EC-2 or Preservation of Existing
SS-2 Vegetation

Egési;r Hydraulic Mulch

Eg;fr Hydroseeding

Egé5_5or Soil Binders

Egéfé)r Straw Mulch

Egg_?m Geotextiles and Mats

Eg;fgor Wood Mulching

Egélilor Slope Drains

Temporary Sediment Control BMPs

SE-1 or

sc-1 Silt Fence
SSE&:Z_Zor Sediment Basin
SSEC4 f ' Check Dam
SSE&:5_5or Fiber Rolls
SSE&Egr Gravel Bag Berm
SSEC77O ' Street Sweeping and/or Vacuum
SsEcBg? ' Sand Bag Barrier

Ol0I0|O|00 0| |O000|0000I0
O|0/0|00I0|0] |0/0/0j0|00 000

SW-HR BMPs for Construction at High Risk Sites
Rev.06/28/2016
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BMPs Selected — Noted by Ref. ID from the

Use BMP

(If no, state reason)

California Stormwater BMP Handbooks Yes No
SE-10 or . .

SC-10 Storm Drain Inlet Protection

SE-11 Active Treatment Systems?

Temporary Tracking Control BMPs

Stabilized Construction

TC1 Entrance/Exit
TC-2 Stabilized Construction Roadway
TC-3 Entrance/Exit Tire Wash

Non-Stormwater Management BMPs

NS-1 Water Conservation Practices

NS-2 Dewatering Operations

NS-8 Vehicle and Equipment Washing

NS-9 Vehicle and Equipment Fueling

NS-10 Vehicle and Equipment
Maintenance

WE-1 Wind Erosion Controls

Waste Management & Materials Pollution Control BMPs

WM-1 Material Delivery & Storage
WM-3 Stockpile Management

WM-4 Spill Prevention & Control
WM-5 Solid Waste Management
WM-8 Concrete Waste Management
WM-9 Sanitary/Septic Waste Mgmt.

Additional BMPs Selected

1 If appropriate given natural background stormwater runoff and receiving water quality conditions

SW-HR BMPs for Construction at High Risk Sites

Rev. 06/28/2016
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Certification

Project Architect/ Engineer of Record, or Authorized Qualified Designee:

As the architect, or engineer of record, or authorized qualified designee, | have selected
appropriate BMPs to effectively minimize the negative impacts of this project's construction
activities on storm water quality. The project owner and contractor are aware that the selected
BMPs must be installed, monitored, and maintained to ensure their effectiveness. The BMPs not
selected for implementation are redundant or deemed not applicable to the proposed
construction activity.

Name: Title:

Organization Name:

Signature: Date:

Property Owner/ Owner’'s Representative or Designee:

| certify that this document and all attachments were prepared under my direction or supervision
in accordance with a system designed to ensure that qualified personnel properly gather and
evaluate the information submitted. Based on my inquiry of the person or persons who manage
the system or those persons directly responsible for gathering the information, to the best of my
knowledge and belief, the information submitted is true, accurate, and complete. | am aware that
submitting false and/ or inaccurate information, failing to update the Local SWPPP to reflect
current conditions, or failing to properly and/ or adequately implement the Local SWPPP may
result in revocation of grading and/ or other permits or other sanctions provided by law.

Name: Title:

Organization Name:

Signature: Date:

SW-HR BMPs for Construction at High Risk Sites
Rev. 06/28/2016 Page 6 of 6



Attachment 1 to SW-HR

Inspection Checklist for Construction Activities at High Risk Sites

Qualified Stormwater Pollution Prevention Plan (SWPPP) Developer, Qualified SWPPP
Practitioner, or personnel or contractors who are Certified Professionals in Erosion and
Sediment Control (CPESC) shall conduct site inspection at the time of BMP installation, at least
weekly during the wet season (October 1 through April 15), and at least once each 24 hour
period during a storm event that generates runoff from the site using this checklist. Keep a copy
of the completed inspection checklist with the project form SW-HR for the “Construction
Activities at High Risk Sites” on site.

DATE OF INSPECTION:
INSPECTION TYPE — check as applicable:

0
0
U

Project Name:
Inspector’s Name:

at the time of BMP installation

at least weekly during the wet season

at least once each 24 hour period during a storm event that generates runoff from

the site.

Inspector - check below as applicable:

0 Qualified SWPPP Developer
Weather Conditions during inspection:

O Qualified SWPPP Practitioner

0 CPESC

[tem

Compliance
Accomplished
YES NO N/A

Date Completed

1 | Are enhanced BMPs installed as identified in the
project’'s SW-HR form?

2 | Are installed enhanced BMPs effective?

3 | Is the site entrance stabilization adequate?

4 | Is equipment/vehicles parked in designated areas
and free from significant leaks? Are drip pans
present as needed?

5 | Are maintenance areas free from stains on the soil?

6 | Are all materials stored in bins or covered in plastic

and protected from storm water?

SW-HR BMPs for Construction at High Risk Sites Attachment 1
Rev.06/28/2016

Page 1 of 2



Compliance Date Completed
Item Accomplished
YES NO N/A

7 | Is construction waste being disposed of in proper
trash containers?

8 | Are concrete washout stations present and being
utilized and maintained?

9 | Is fugitive dust being controlled and water being
used as needed?

10 | Are catch basins, drainage channels, drain
inlets/outlets being protected?

Comments:

| certify under penalty of law that this inspection is true, and | or a qualified assigned person has
performed the required inspection as required.

Inspector Name Inspector Signature

Date

SW-HR BMPs for Construction at High Risk Sites Attachment 1
Rev. 06/28/2016 Page 2 of 2



GENERAL GRADING NOTES:

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

GRADING ACTIVITIES SHALL BE IN ACCORDANCE WITH THE VENTURA COUNTY BUILDING CODE (VCBC) APPENDIX J - GRADING, LATEST EDITION AND VENTURA COUNTY PUBLIC
WORKS AGENCY (VCPWA) GRADING PERMIT CONDITIONS.

THE GRADING PERMIT AND WORK SHOWN IN THESE PLANS IS VALID ONLY TO THE EXTENT OF THE VENTURA COUNTY BUILDING CODE APPENDIX J - GRADING. PERMITS OR
PERMISSIONS THAT MAY BE REQUIRED BY OTHER REGULATORY AGENCIES OR INTERESTED PARTIES ARE THE RESPONSIBILITY OF THE PERMITTEE.

A PRE-CONSTRUCTION MEETING SHALL BE HELD AT THE SITE PRIOR TO ANY GRADING ACTIVITY OR LAND DISTURBANCES WITH THE FOLLOWING PARTIES PRESENT: OWNER,
GRADING CONTRACTOR, DESIGN CIVIL ENGINEER, GEOTECHNICAL ENGINEERING PROFESSIONAL, GEOLOGICAL PROFESSIONAL, VCPWA INSPECTOR, AND OTHER
JURISDICTIONAL AGENCIES WHEN REQUIRED.

THE PERMITTEE SHALL BE RESPONSIBLE FOR DETERMINING THE EXISTENCE AND LOCATION OF ANY EXISTING UNDERGROUND FACILITIES.

AN EXCAVATOR PLANNING TO CONDUCT AN EXCAVATION SHALL NOTIFY UNDERGROUND SERVICE ALERT--SOUTHERN CALIFORNIA (TOLL FREE AT 811) AT LEAST TWO WORKING
DAYS, AND NOT MORE THAN 14 CALENDAR DAYS, BEFORE BEGINNING THAT EXCAVATION. THE EXCAVATOR SHALL OBTAIN A DIGALERT TICKET REQUESTING THE UTILITY OWNERS
TO MARK OR OTHERWISE INDICATE THE LOCATION OF THEIR SUBSURFACE FACILITIES AND SHALL RENEW TICKET(S) AS REQUIRED TO MAINTAIN VALIDITY THROUGHOUT THE
DURATION OF GRADING ACTIVITIES. THE EXCAVATOR SHALL DETERMINE THE LOCATION AND DEPTH OF ALL UTILITIES, INCLUDING ALL SERVICE CONNECTIONS, WHICH HAVE
BEEN MARKED BY THE RESPECTIVE OWNERS AND WHICH MAY AFFECT OR BE AFFECTED BY ITS OPERATIONS. THE EXCAVATOR SHALL TAKE ALL NECESSARY MEASURES TO
PROTECT ALL UTILITIES AND STRUCTURES FOUND AT THE SITE. (REF: CALIFORNIA GOVERNMENT CODE SECTION 4216.)

HEAVY EQUIPMENT NOISE SHALL NOT BEGIN UNTIL AFTER 7:00 A.M AND SHALL END BY 7:00 P.M. SAMEDAY. NO WORK BEYOND 4:30 PM UNLESS APPROVED BY VCPWA.

TOTAL TRUCK ROUND TRIPS FOR THE GRADING OPERATIONS CARRYING EARTH MATERIALS SHALL NOT EXCEED 5 TRUCKS PER HOUR OR OCCUR DURING PEAK TRAFFIC HOURS -
UNLESS AUTHORIZED TO DO SO UNDER AN APPROVED DISCRETIONARY GRADING PERMIT AND APPROVAL BY VCPWA GRADING INSPECTOR. TRUCK TRAFFIC SHALL NOT CREATE
A SAFETY HAZARD FOR INGRESS OR EGRESS ROUTES SUCH AS TRUCK STAGING, CLOGGING TURN POCKETS, OR LINE OF SIGHT.

NO GRADING ACTIVITY SHALL OCCUR IN ANY WETLAND, BLUE-LINE STREAM, RED-LINE CHANNEL, OR FLOODPLAIN WITHOUT THE PROPER PERMITS & PERMISSION FROM THE
VCPWA & VENTURA COUNTY RESOURCE MANAGEMENT AGENCY (RMA), OR OTHER AUTHORITIES HAVING JURISDICTION.

RETAINING WALLS, BRIDGES, AND OTHER STRUCTURES REQUIRE A SEPARATE PERMIT FROM BUILDING AND SAFETY.

ALL RECOMMENDATIONS MADE BY THE GEOTECHNICAL ENGINEERING PROFESSIONAL (AND GEOLOGICAL PROFESSIONAL, WHERE EMPLOYED) CONTAINED IN THE REPORTS AS
APPROVED BY VCPWA SHALL BE A PART OF THIS GRADING PLAN.

ALL DISTURBED SURFACES SUBJECT TO EROSION SHALL BE PROTECTED IN ACCORDANCE WITH THE VENTURA COUNTYWIDE MUNICIPAL STORMWATER NPDES PERMIT.
SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED AND MAINTAINED FULLY FUNCTIONAL.

ALL AREAS TO RECEIVE FILL SHALL BE INSPECTED AND APPROVED BY THE GEOTECHNICAL ENGINEERING PROFESSIONAL (AND GEOLOGICAL PROFESSIONAL WHERE EMPLOYED)
AND VCPWA INSPECTOR AFTER REMOVAL OF UNSUITABLE MATERIAL AND EXCAVATION OF KEYWAYS AND BENCHES, AND PRIOR TO PLACEMENT OF SUBSURFACE DRAINAGE
SYSTEMS OR FILL.

ALL MATERIALS DEEMED UNSUITABLE FOR PLACEMENT IN COMPACTED FILL (l.E. LUMBER, LOGS, BRUSH, COMPRESSIBLE SOILS, OR ANY ORGANIC MATERIALS OR RUBBISH)
SHALL BE REMOVED FROM THE SITE. MATERIALS SUCH AS CONSTRUCTION INERT DEBRIS, OR IMPORTED MATERIALS SHALL BE APPROVED BY THE GEOTECHNICAL ENGINEERING
PROFESSIONAL AND VCPWA GRADING INSPECTOR PRIOR TO USE IN COMPACTED FILL. WHERE EXCAVATED MATERIAL IS LARGER THAN TWELVE INCHES IN LARGEST DIMENSION,
IT MUST BE BROKEN INTO SMALLER PARTICLE SIZES, BEFORE BEING USED AS FILL.

THE GEOTECHNICAL ENGINEERING PROFESSIONAL SHALL DIRECT THE REMOVAL OF ANY EXISTING UNDERGROUND STRUCTURES SUCH AS SEPTIC TANKS, IRRIGATION LINES,
ETC.

ANY WATER WELL LOCATED WITHIN THE AREA OF DISTURBANCE SHALL BE REPORTED TO VCPWA, WATERSHED PROTECTION, WATER RESOURCES DIVISION, PRIOR TO ITS
MODIFICATION, ABANDONMENT, OR DESTRUCTION.

ANY OIL WELL LOCATED WITHIN THE AREA OF DISTURBANCE SHALL BE REPORTED TO THE STATE OF CALIFORNIA, GEOLOGIC ENERGY MANAGEMENT DIVISION PRIOR TO ITS
MODIFICATION, ABANDONMENT, OR DESTRUCTION.

ALL TEMPORARY EXCAVATIONS AND KEYS FOR BUTTRESS OR STABILIZATION FILLS MUST BE EXAMINED BY THE GEOLOGICAL PROFESSIONAL, GEOTECHNICAL ENGINEERING
PROFESSIONAL, AND VCPWA INSPECTOR TO ENSURE THAT ALL POTENTIAL PLANES OF FAILURE HAVE BEEN EXPOSED IN THE EXCAVATION AND WILL BE ADEQUATELY
SUPPORTED BY THE PROPOSED BUTTRESS. FIELD CERTIFICATION MUST BE SUBMITTED BY THE CONSULTANTS PRIOR TO PLACING FILL.

THE GEOTECHNICAL ENGINEERING PROFESSIONAL (AND GEOLOGICAL PROFESSIONAL,WHERE EMPLOYED) SHALL PROVIDE RECOMMENDATIONS AND APPROVE CORRECTIVE
WORK TO ENSURE SLOPE STABILITY WHERE UNSTABLE MATERIAL IS EXPOSED.

THE USE OF CORRUGATED STEEL PIPE IS NOT ALLOWED IN ANY COUNTY RIGHTS OF WAY. THE USE OF CORRUGATED STEEL PIPE ON PRIVATE PROPERTY SHOULD BE MINIMIZED.
HOWEVER, IF USED SHOULD BE COATED TO MINIMIZE CORROSION AND EXTEND USEFUL SERVICE LIFE.

PRIOR TO ANY CLEARANCES FOR BUILDING AND SAFETY PERMIT ISSUANCE OR INSPECTION, THE FOLLOWING ITEMS SHALL BE APPROVED BY VCPWA:
A. ALL ROUTINE INSPECTION REPORTS AS REQUIRED BY VCBC OR OTHERWISE REQUESTED BY BUILDING OFFICIAL;
B. ROUGH GRADE SOILS ENGINEERING (AND ENGINEERING GEOLOGY, IF APPLICABLE) REPORTS SUMMARIZING ALL EARTHWORK PERFORMED AND CONCLUDING THAT THE
WORK HAS BEEN COMPLETED ACCORDING TO THE APPROVED REPORTS.

FINAL SOILS ENGINEERING AND (IF APPLICABLE) ENGINEERING GEOLOGY REPORTS SUMMARIZING ALL EARTHWORK PERFORMED SINCE ROUGH GRADING AND CONCLUDING
THAT THE WORK HAS BEEN COMPLETED ACCORDING TO THE APPROVED REPORTS SHALL BE SUBMITTED WITH THE AS-BUILT PLANS (RECORD DRAWING) TO VCPWA PRIOR TO
FINAL INSPECTION BY THE VCPWA INSPECTOR.

EARTHWORK QUANTITIES

CUT: CU. YDS. EXPORT: CU. YDS. DISPOSAL SITE

FILL: CU. YDS IMPORT: CU. YDS SOURCE

THIS PROJECT INCLUDES POST CONSTRUCTION BMP'S YES NO

THE TOTAL ESTIMATED DISTURBED AREA OF GRADING AND CONSTRUCTION IS ACRES. PROJECTS THAT ARE 1.0 ACRE OR GREATER IN DISTURBED AREA WILL REQUIRE A
STORM WATER POLLUTION PREVENTION PLAN (SWPPP) AND NOTICE OF INTENT (NOI) AS APPROVED BY THE STATE REGIONAL WATER QUALITY CONTROL BOARD AS DESCRIBED
ABOVE.

AVERAGE NATURAL SLOPE IN THE AREA OF GRADING % (CALCULATED PER VCBC SECTION J102.1)

THE TOTAL AMOUNT OF IMPERVIOUS AREA TO BE CONSTRUCTED AS PART OF THIS PROJECT IS SQ. FT.

ADVISORY: THE PLANTING OF NATIVE VEGETATION IS RECOMMENDED ON ALL GRADED SLOPES.
https://www.vcpublicworks.org/es/developmentinspection FOR A MEMORANDUM BY THE VENTURA COUNTY WATERSHED PROTECTION THAT PROVIDES INFORMATION FOR SEEDING GRADED

AREAS.

LAND DEVELOPMENT SERVICES MUST BE NOTIFIED TEN (10) WORKING DAYS PRIOR TO ANY EXPORT/IMPORT TO/FROM THE PROJECT SITE.

PERMITS

PLEASE VISIT THE VENTURA COUNTY PUBLIC WORKS WEBSITE AT

ENGINEERED GRADING INSPECTION CERTIFICATES

JOB ADDRESS OR LOT AND TRACT NO:

ROUGH GRADING CERTIFICATION

(A) BY GEOTECHNICAL ENGINEERING PROFESSIONAL

| CERTIFY THAT THE ROUGH GRADING WORK INCORPORATES ALL RECOMMENDATIONS CONTAINED IN THE REPORT OR REPORTS FOR WHICH | AM RESPONSIBLE
AND ALL RECOMMENDATIONS THAT | HAVE MADE BASED ON FIELD INSPECTION OF THE WORK AND TESTING DURING GRADING. | FURTHER CERTIFY THAT WHERE
THE REPORTS OF A GEOLOGICAL PROFESSIONAL, RELATIVE TO THIS SITE, HAVE RECOMMENDED THE INSTALLATION OF BUTTRESS FILLS OR OTHER SIMILAR
STABILIZATION MEASURES, SUCH EARTHWORK CONSTRUCTION HAS BEEN COMPLETED IN ACCORDANCE WITH THE APPROVED DESIGN.

LOT NOS:

SEE REPORTS DATED:

FOR TEST DATA, RECOMMENDED ALLOWABLE SOIL BEARING VALUES & OTHER SPECIAL RECOMMENDATIONS.

GEOTECHNICAL ENGINEERING PROFESSIONAL REG. NO DATE
(SIGNATURE)

SEAL
(B) BY GEOLOGICAL PROFESSIONAL

| CERTIFY THAT THE ROUGH GRADING WORK INCORPORATES ALL OF THE RECOMMENDATIONS CONTAINED IN THE REPORT OR REPORTS FOR WHICH | AM
RESPONSIBLE AND ALL RECOMMENDATIONS THAT | HAVE MADE BASED ON FIELD INSPECTION OF THE WORK DURING GRADING.

LOT NOS:

GEOLOGICAL PROFESSIONAL CERT. NO. DATE
(SIGNATURE)

SEAL

(C) BY CIVIL ENGINEER

| CERTIFY TO THE SATISFACTORY COMPLETION OF ROUGH GRADING INCLUDING GRADING TO APPROXIMATE FINAL ELEVATIONS; PROPERTY LINES LOCATED AND
STAKED, CUT AND FILL SLOPES CORRECTLY GRADED AND LOCATED IN ACCORDANCE WITH THE APPROVED DESIGN; SWALES AND TERRACES GRADED READY
FOR PAVING; BERMS INSTALLED; AND REQUIRED DRAINAGE SLOPES PROVIDED ON THE BUILDING PADS. | FURTHER CERTIFY THAT WHERE REPORT OR REPORTS
OF A GEOLOGICAL PROFESSIONAL AND/OR GEOTECHNICAL ENGINEERING PROFESSIONAL HAVE BEEN PREPARED RELATIVE TO THIS SITE, THE
RECOMMENDATIONS CONTAINED IN SUCH REPORTS HAVE BEEN INCORPORATED IN THE DESIGN.

LOT NOS:

CIVIL ENGINEER REG. NO. DATE
(SIGNATURE)

SEAL

FINAL GRADING CERTIFICATION

BY CIVIL ENGINEER

| CERTIFY TO THE SATISFACTORY COMPLETION OF GRADING IN ACCORDANCE WITH THE APPROVED PLANS. ALL DRAINAGE DEVICES REQUIRED BY THE GRADING
PERMIT, GRADING PLANS AND GRADING ORDINANCE HAVE BEEN INSTALLED. EROSION TREATMENT OF SLOPES AND IRRIGATION SYSTEMS (WHERE REQUIRED)
HAVE BEEN INSTALLED. ADEQUATE PROVISIONS HAVE BEEN MADE FOR DRAINAGE OF SURFACE WATERS FROM EACH BUILDING SITE AS OF THIS DATE.

LOT NOS:

CIVIL ENGINEER REG. NO. DATE
(SIGNATURE)

GRADING CONTRACTOR CERTIFICATION SEAL

BY GRADING CONTRACTOR

| CERTIFY THAT THE GRADING WAS DONE IN ACCORDANCE WITH THE PLANS AND SPECIFICATIONS, THE GRADING ORDINANCE, AND THE RECOMMENDATIONS OF
THE CIVIL ENGINEER, GEOTECHNICAL ENGINEERINGING PROFESSIONAL AND GEOLOGICAL PROFESSIONAL IT IS UNDERSTOOD THAT THIS CERTIFICATION
INCLUDES ONLY THOSE ASPECTS OF THE WORK THAT CAN BE DETERMINED BY ME, AS A COMPETENT GRADING CONTRACTOR, WITHOUT SPECIAL EQUIPMENT OR
PROFESSIONAL SKILLS.

GRADING CONTRACTOR LICENSE NO. DATE
(SIGNATURE)

INSTRUCTIONS: THE OWNER MAY SIGN IF THE GRADING WAS NOT DONE BY A LICENSED GRADING CONTRACTOR.

VENTURA COUNTY PWA - ROADS & TRANSPORTATION VENTURA COUNTY PWA - WATERSHED PROTECTION
ENCROACHMENT PERMIT NO. WATERCOURSE PERMIT NO.
DATE DATE
CALTRANS VENTURA COUNTY PWA - LAND DEVELOPMENT SERVICES
ENCROACHMENT PERMIT NO. FLOODPLAIN DEVELOPMENT PERMIT NO.
DATE DATE
LOCATION & VICINITY MAP APPROVAL BY CONSULTANTS OWNER/APPLICANT
THIS GRADING PLAN IS ACCEPTABLE IN REGARD TO GEOTECHNICAL (AND GEOLOGICAL - IF APPLICABLE)
CONDITIONS AND CONFORMS TO THE RECOMMENDATION OF THE SUPPORTIVE REPORT(S) DATED: OWNER / APPLICANT NAME

GEOTECHNICAL ENGINEERING REPORTS:

OWNER / APPLICANT ADDRESS
20 OWNER / APPLICANT PHONE NUMBER

(GEOTECHNICAL PROFESSIONAL SIGNATURE)

(PRINT NAME) (RCE/GE NO.)

GEOLOGICAL REPORTS:

OWNER / APPLICANT EMAIL

COMPANY NAME
COMPANY ADDRESS
COMPANY PHONE NUMBER
COMPANY EMAIL

—

BENCH MARK DATA

)0,.9,:0.9.0.0.9,.0.9.0,0.9,0,0.9,.0.9.0,0.9,0.9.0,0.9,0,0.9,0.9.0.4
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(GEOLOGICAL PROFESSIONAL SIGNATURE)

(PRINT NAME) CERT. NO.

MY RESPONSIBILITIES FOR PROJECT DESIGN.

(CIVIL ENGINEER SIGNATURE)

| HEREBY STATE THAT THESE PLANS ARE IN COMPLIANCE WITH THE ADOPTED COUNTY STANDARDS, AND
THAT | HAVE EXERCISED RESPONSIBLE CHARGE OVER THE DESIGN OF THE PROJECT AS DEFINED IN THE
PROFESSIONAL ENGINEERS ACT. | UNDERSTAND THAT THE CHECK OF PROJECT DRAWINGS BY THE COUNTY
OF VENTURA IS CONFINED TO A REVIEW ONLY AND DOES NOT RELIEVE ME, AS ENGINEER OF RECORD, OF

COMPANY NAME
COMPANY ADDRESS
COMPANY PHONE NUMBER
COMPANY EMAIL

TOPOGRAPHY DATA

[ TOPO SOURCE COMPANY WITH COMPLETE ADDRESS ]
[ TOPO SOURCE METHOD (ie. ALTA, PHOTO, FIELD, ETC.)]
[ TOPO SOURCE DATE ]

—

COMPANY NAME
COMPANY ADDRESS
COMPANY PHONE NUMBER
COMPANY EMAIL

Know what's below.
Call before you dig.

ENTURA

COUNTY

PUBLIC  WORKS AGRENC

GENERAL STORMWATER NOTES:

THE LEGALLY RESPONSIBLE PERSON OF ANY PROPERTY IN WHICH GRADING ACTIVITIES OR OTHER SOIL DISTURBANCE
ACTIVITIES ARE PERFORMED, INCLUDING PERMITTEE, SHALL COMPLY WITH THE LATEST AND APPLICABLE NPDES
REQUIREMENTS. EFFECTIVE COMBINATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMP'S)
SHALL BE INSTALLED BEFORE GRADING BEGINS. DURING GRADING ACTIVITIES, ALL BMP'S SHALL BE UPDATED AS NECESSARY
TO PREVENT EROSION AND ANY ILLICIT DISCHARGE OF CONSTRUCTION RELATED POLLUTANTS. EROSION CONTROL BMP'S ARE
LISTED ON COUNTY FORMS SW-1, SW-2, OR SW-HR.

1. GENERAL CONSTRUCTION PERMIT. PROJECTS THAT CAUSE SOIL DISTURBANCE OF ONE ACRE OR MORE, OR THAT ARE
PART OF A COMMON PLAN OF DEVELOPMENT OR SALE THAT CAUSE SOIL DISTURBANCE OF ONE ACRE OR MORE ARE
REQUIRED TO OBTAIN COVERAGE UNDER NPDES CALIFORNIA STATEWIDE GENERAL CONSTRUCTION PERMIT NO. CAS000002,
AS A NUMBER ASSIGNED TO THE PROJECT BY THE STATE WATER RESOURCES CONTROL BOARD, COMPLETED AND SIGNED
NOTICE OF INTENT (NOI) AND PROJECT STORMWATER POLLUTION PREVENTION PLAN (SWPPP) SHALL BE SUBMITTED AND
IMPLEMENTED DURING ALL GRADING ACTIVITIES.

2. COUNTY'S STORM DRAIN SYSTEM. ILLICIT DISCHARGES INTO THE COUNTY'S STORM DRAIN SYSTEM AS A RESULT OF
GRADING, CLEARING, CONSTRUCTION, DEMOLITION, AND OTHER SOIL DISTURBANCE ACTIVITIES ARE PROHIBITED.

3. INSPECTIONS. EROSION CONTROL AND PERMANENT STORMWATER TREATMENT BMP'S ARE SUBJECT TO INSPECTIONS AS
REQUIRED BY THE PERMIT ORDER NO. R4-2010-0108, AS AMENDED FROM TIME TO TIME.

4. PUMPED WATER DISCHARGES. DISCHARGES OF PUMPED GROUND WATER REQUIRE A DISCHARGE PERMIT FROM THE STATE
OF CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD (RWQCB).

5. SANITARY FACILITIES. PORTABLE SANITARY FACILITIES SHALL BE LOCATED ON RELATIVELY LEVEL GROUND AWAY FROM
TRAFFIC AREAS, DRAINAGE COURSES, AND STORM DRAIN INLETS.

6. EMERGENCY WORK. A STANDBY CREW FOR EMERGENCY WORK SHALL BE AVAILABLE AT ALL TIMES DURING THE RAINY
SEASON (OCTOBER 1ST TO APRIL 15TH). NECESSARY MATERIALS SHALL BE AVAILABLE ON SITE AND STOCKPILED AT
CONVENIENT LOCATIONS TO FACILITATE RAPID CONSTRUCTION OF EMERGENCY DEVICES WHEN RAIN IS IMMINENT.

PROJECT BMP'S

THE FOLLOWING BMPS AS OUTLINED IN, BUT NOT LIMITED TO, THE LATEST EDITION OF THE CASQA CONSTRUCTION BMP ONLINE
HANDBOOK MAY APPLY DURING THE CONSTRUCTION OF THIS PROJECT (ADDITIONAL MEASURES MAY BE REQUIRED IF DEEMED
APPROPRIATE BY THE PROJECT ENGINEER, QUALIFIED SWPP DEVELOPER, PRACTITIONER OR THE BUILDING OFFICIAL). CERTAIN
BMP'S ARE REQUIRED AS PART OF THE STORMWATER FORMS SW-1, SW-2 AND SW-HR. THE APPLICANT IS RESPONSIBLE FOR
ENSURING THAT THE BMP'S LISTED HEREON MATCH THE APPROVED STORMWATER FORMS ON FILE AND ARE IMPLEMENTED AND
MAINTAINED AT ALL TIMES DURING THE CONSTRUCTION. THE INSPECTOR OR BUILDING OFFICIAL MAY PERFORM UNANNOUNCED
SITE INSPECTIONS TO ENSURE THAT THE PROJECT MAINTAINS THE BMP'S AS LISTED BELOW.

BMP DESCRIPTIONS AND DETAILS CAN BE OBTAINED FROM THE CALIFORNIA STORMWATER HANDBOOKS AT WWW.CASQA.ORG

COMPLETE CHECKLIST BELOW FOR APPLICABLE PROJECT BMP'S

TOP AND BOTTOM OF SLOPE SETBACK CRITERIA *

R
ﬁ
—'_
d Y
| <— FACE OF
FOOTING

EROSION CONTROL NON-STORMWATER MANAGEMENT
EC1 - SCHEDULING NS1 — WATER CONSERVATION PRACTICES
EC2 — PRESERVATION EXISTING VEGETATION NS2 — DEWATERING OPERATIONS
EC3 — HYDRAULIC MULCH NS3 — PAVING & GRINDING OPERATIONS
EC4 — HYDROSEEDING NS4 — TEMPORARY STREAM CROSSING
EC5 — SOIL BINDERS NS5 — CLEAR WATER DIVERSION
EC6 — STRAW MULCH NS6 — ILLICIT CONNECTION/DISCHARGE
EC7 — GEOTEXTILES & MATS NS7 — POTABLE WATER/IRRIGATION
EC8 — WOOD MULCHING NS8 — VEHICLE & EQUIPMENT CLEANING
EC9 — EARTH DIKES & DRAINAGE SWALES NS9 — VEHICLE & EQUIPMENT FUELING
EC10 — VELOCITY DISSIPATION DEV. NS10 — VEHICLE & EQUIPMENT MAINTENANCE
EC11 — SLOPE DRAINS NS11 — PILE DRIVING OPERATIONS
EC12 — STREAMBANK STABILIZATION NS12 — CONCRETE CURING
EC14 — COMPOST BLANKETS NS13 — CONCRETE FINISHING
EC15 — SOIL PREPARATION\ROUGHENING NS14 — MATERIAL & EQUIPMENT USE
EC16 — NON-VEGETATED STABILIZATION NS15 — DEMOLITION ADJACENT TO WATER

TEMPORARY SEDIMENT CONTROL NS16 — TEMPORARY BATCH PLANTS
SE1 - SILT FENCE WASTE MANAGEMENT & MATERIAL POLLUTION CONTROL
SE2 — SEDIMENT BASIN WM1 — MATERIAL DELIVERY & STORAGE
SE3 — SEDIMENT TRAP WM2 — MATERIAL USE
SE4 — CHECK DAM WM3 — STOCKPILE MANAGEMENT
SE5 — FIBER ROLLS WM4 — SPILL PREVENTION & CONTROL
SE6 — GRAVEL BAG BERM WM5 — SOLID WASTE MANAGEMENT
SE7 — STREET SWEEPING AND VACUUMING WM6 — HAZARDOUS WASTE MANAGEMENT
SE8 — SANDBAG BARRIER WM7 — CONTAMINATION SOIL MANAGEMENT
SE9 — STRAW BALE BARRIER WM8 — CONCRETE WASTE MANAGEMENT
SE10 — STORM DRAIN INLET PROTECTION WM9 — SANITARY/SEPTIC WASTE MANAGEMENT
SE11 - ACTIVE TREATMENT SYSTEMS WM10 — LIQUID WASTE MANAGEMENT
SE12 — TEMPORARY SILT DIKE
SE13 — COMPOST SOCKS & BERMS ADDITIONAL BMP’S SELECTED
SE14 — BIOFILTER BAGS
WIND EROSION CONTROL
WE1 — WIND EROSION CONTROL
EQUIPMENT TRACKING

TC1 — STABILIZED CONSTRUCTION ENTRANCE EXIT
TC2 — STABILIZED CONSTRUCTION ROADWAY
TC3 - ENTRANCE/OUTLET TIRE WASH

WDID:

H
R >
ES TERRACE OR INTERCEPTOR DRAIN
| |3 SEE DETAIL B—2
/E\ II
N TS
\\:,;\7 . S}
FACE OF BUILDING\ C
H (IN FEET) a b ¢ d
(H/2) (H/5) | (H/2) | (H/3)
ANY HEIGHT 2 MIN | 3 MIN |15 MAX | 40°MAX
| 20" MAX | 10" MAX | 1
* FROM CBC SEC. 1808.7 AND VCBC APPENDIX J — SEC. J109
R (SITE BOUNDARY)
TYPICAL DETAIL A
NTS
FILL PLACEMENT AND DRAINAGE DETAILS
DETAIL
oS B-1 T
TREATMENT AS REQUIRED BY GENERAL g\
GRADING NOTES 9, 10, AND 11 QWQ
‘Za." ?‘06$0/
5%
DETAI £
&
S = =
SLOPE AWAY o
FROM KEYWAY o= T~
—— '~— | 3— TO 4—FOOT BENCH HEIGHT
/ P (UNLESS OTHERWISE DIRECTED
_— BY PROJECT CONSULTANTS)
2’ MIN. 27
| 10' MIN. BENCHES (TYP)
| KEYWAY

KEYWAYS AND BENCHES SHALL BE EXCAVATED INTO FIRM
EARTH MATERIAL AS EXAMINED & APPROVED BY THE

GEOTECHNICAL ENGINEERING PROFESSIONAL (& GEOLOGICAL LONGITUDINAL SLOPE
PROFESSIONAL, WHERE EMPLOYED). SHALL BE NOT LESS
THAN 5%.
’—g® 6" MIN. |
’. | } )
6" MIN.
SLOPE N MIN .
N N ] i
S o0 T X 12° MIN
COMPACTED FILL ST~ r—_ 6\’0 R —_
S 77 5 N 6" MIN.
~ ‘30“6,4,1 i : 4
I
DETAIL B-1 " DETAIL B-2
TYPICAL BERM AT TOP BENCH TYPICAL TERRACE DRAIN
OF FILL SLOPES FOR CUT OR FILL SLOPES

1) TERRACE DRAINS, INTERCEPTOR DRAINS & DOWNDRAINS SHALL BE CONSTRUCTED OF MINIMUM 3"
CONCRETE OR GUNITE REINFORCED WITH 6x6—W1.4XW1.4 WELDED WIRE FABRIC.

2) FOR INTERCEPTOR DRAIN AT TOP OF CUT SLOPES AND DOWN DRAINS, MINIMUM WIDTH OF 3 FEET.

TYPICAL DETAIL B
NTS

SHEET NO.| SHEET TITLE

GRADING PLAN COVER SHEET
XXX

XXX

XXX

XININ|—

APN: GP

GATE CODE (PRINT NAME) (RCE NO.)
/A APPROVED FOR GRADING & DRAINAGE IMPROVEMENTS: SPEC. NO. GRADING PLAN COVER SHEET SHEET
2 VENTURA COUNTY .
7 — —— LA DATE: /DD /e VENTURA COUTY PUBLIC WORKS AGENCY LAND DEVELOPMENT SERVICES [ PROJECT ADDRESS(ES) |
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